4 in 1 AUTHENTICATORS

WE CHEC)(

FOR FAKE IDs,
CREDIT CARDS, &
COUNTERFEITS!

MAG Il 4 in 1 Authenticators are the most

Authentication Procedures’

For IDs, Credit Cards & Traveler’s Checks...

economical and effective safeguards available to
determine the authenticity of banknotes, credit Simply tum on the UV lamp to observe the UV-reactive
cards, traveler's checks, IDs, and most driver's imprints on most state driver’s licenses, ID cards, all major
licenses. Both ultraviolet and white fluorescent credit cards and travelers checks. (Figure A)
Iel'nps aid in the Mﬁmbn of mmms that . Nete: Federal law Requires all Financial Institutions to obiain, verify, and record
are difficult or i'l'lposstbk to detect \‘dﬂ'lh‘--. - Figure A information that identifies each personwho cpens anaccount.
naked eye. ~—
The 4 in 1 can even be used in brightly lit For U.S. Banknotes...
Uy mm mm&ﬂmq:ﬂm FE:ngiﬁ = : 1) All Notes: Check to see if the paper glows. Tum on
XY i the UV lamp and check to see if the paper glows. If it
'"m Govemment Agendies, and does, reject the note.
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2) Newer Style Notes (series 1996 and later with
off-center portrait): Check the security thread under
the UV lamp. The thread should glow according to the
colors shown in Figure B. Caution: The glowing thread
must be visible from both sides of the note. If no glow
is visible, go to Procedure 3.

Special procedure for new style $100 notes: The
security thread on the $100 bill glows a very faint

red. Look carefully, holding the note closer to the UV
light source if necessary. If you still cannot see the red
glow, 9o to Procedure 3.

3) Newer Style Notes Only (series 1996 and later with
off-center portrait): Check for a watermark. Tumn the
white fluorescent lamp on and check for the presence
of a watermark (Figure C). If not visible from both
sides of the note, reject the note.

4) Old Style Notes (all series dated earlier than 1996):
Check for security thread presence. Turn on the white
fluorescent lamp. The security thread  should be visible
(Figure D). If not, check to see if the series date is
pre-1990. If it is, cross check again closely using
Procedure 1 before accepting or rejecting the note.
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Figure D - Serles 1990 through 1995

Previouly Not Visible to the Naked Eye..

SPECIFICATIONS:

Power Source: 110 VAC or 210/220/230V Dimensions:

Power Consumption: 12W 10.94 (L) x 5.91 (D) x 5.67 (H)
Lamps: Inches

Fluorescent - 12W heavy-duty 278 (L) x 150 (D) x 144 (H) mm
H - type white tube Weight: 1.1 Ibs. (0.5 kg.)

UV - 12W heavy-duty H-type ultrasviolet tube  reammes & specricaTION ARE SUBIECT T0 CHANGE
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